
IMNCR 70 PVC
LEVEL MAGNETIC SWITCH

Operating principle The quick application level magnetic switches are installed suspended by their own cable, placing
them at the height where you want to control the level.

Operating principle The quick application level magnetic switches are installed suspended by their own cable, placing
them at the height where you want to control the level.

Differential character It contains a 47k resistor soldered in parallel to the switch contact which is used to detect if the cable
has been cut or broken.

Differential character It contains a 47k resistor soldered in parallel to the switch contact which is used to detect if the cable
has been cut or broken.

Application

Application Leak control for liquidsApplication Leak control for liquids

Construction data

Body material PVC, grey.Body material PVC, grey.
Process connection Through the cable itself. See the accessories that facilitate this task.Process connection Through the cable itself. See the accessories that facilitate this task.

Cable length 1, 2, 5, 10 meters. Other lengths on demand.Cable length 1, 2, 5, 10 meters. Other lengths on demand.
Cable output PVC spiral cable gland.Cable output PVC spiral cable gland.

Electrical connection By means of PVC hose of 2x0.5 mm² (+ 60ºC).Electrical connection By means of PVC hose of 2x0.5 mm² (+ 60ºC).

Technical data

Operating temperature -10 .. +70 ºCOperating temperature -10 .. +70 ºC
Operating pressure 3 kg/cm²Operating pressure 3 kg/cm²

Density > 0,6 g/cm³Density > 0,6 g/cm³
Mounting position VerticalMounting position Vertical

Protection IP68 (IEC60529)Protection IP68 (IEC60529)
Weight 200 g (without cable).Weight 200 g (without cable).

Contact

Class 120 WVA / 250 VAC/DC-3AClass 120 WVA / 250 VAC/DC-3A
Type NOType NO

SituationSituation

Connector

Type 4-way female M12 connectorType 4-way female M12 connector
  Supplied with sensor  Supplied with sensor

ConnectionConnection
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IMNCR 70 PVC
LEVEL MAGNETIC SWITCH

Example of installation

     

Dimensions

    

Order code IMNCR 70Order code IMNCR 70

ACCESSORIES

NCAR AB PVC · Box with integrated KNAA amplifier to detect liquid
and cable breakage.
· M12 connector

NCAR AB PVC

PAC · Clamp for fixing the cable
· Prevents mechanical
damage
· Secure placement and
senzilla
· Body: polyamide. Steel wire.
· Maximum traction: 500 kg

PAC
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