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Process connection By flange, PP (See table 1).
Guide tube PP, @12 mm.
Length 100..3500 mm.
Float Standard FCP-4, @29 x 50 mm., PP (See table 2).
Number of contacts 1..4
Type of contact NO: 120W/VA-250VAC -3A - NC-NO/NC: 60W/VA-230VAC -1A
Distance between contacts > 40 mm.
Electrical connection By cable. Length 1 meter. (See table 3)
Temperature -10..+80°C
Mounting position Vertical, £30°
Protection Standard: IP 65 (Other options according to table 4).

Table 1: Process connection

Ordering code
Flange DN25 DN32 DN40 DN50 DN100 4
@T(mm) 14 18 18 18 18 n IMNDPPP- VL] PL] FL] L[] c[] N[]
d(mm) 85 100 110 125 180
@D (mm) 115 140 150 165 220 - standard 1
i ie)
Thickness (mm) 14 16 16 16 18 g protected 2
> Insulated 3

Table 2: Floats DN25 31
5 8 DN32 32
Type FCP - 2 FCP - 4 FCP -5 g DNAO 33
o . c o
Dimensions (mm) @36 x 61 @29 x 50 @38 x 60 8 = DN50 34
Pressure (kg/cm?) 2 3 3 DN100 36
Density (g/cm?) e>0,5 e>0,6 e>0,5
Figure - — - FCP-2 52
] III § FCP-4 55
T .
FCP-5 57
Table 3: Cable
Total length (LT) (mm)
Material PVC SILICONE
Operating temp. (°C) 70 130 Number of contacts 1-4
Outputs (max.) 10 9
Cable gland PG7 PG7 Number of floats 1-3

Table 4: Protection

Standard Normal construction, without any internal filling. To compose the reference, choose one option of each cell.
Protected Filled with anticondensation gel. Example: IMN DP PP V1 P32 F55 L500 C2 N1

Insulated Filled with epoxy resine, flexible.

Rev. 02 - 29/05/07 - DISIBEINT reserves the right to modify the specifications stated in this document without previous notice

I DISIBEINT w Segle XX, 91 T: +34 934 330 370 www.disibeint.com

ELECTRONIC SL E08032-Barcelona F: +34 934 354 532 ¥/ disibeint@disibeint.com



