
INML

INML 10..., INML 20...

FF1..., FF2..., FF4..., FF5..., FF7..., FF9...

L'unité d'affichage numérique pour les installations ATEX commercialisé

par DISIBEINT ELECTRONIC SL avec la référence

a été dénommé

d'obtenir les certifications correspondantes.

C'est comme trouver de la véracité des certificats qui accompagnent ce

document.

ÉQUIVALENTE DE RÉFÉRENCE







This is to certify that the undernoted product(s) has/have been tested in accordance with

the relevant requirements of the GL Type Approval System.

Type Approval Certificate

Company FineTek Co., Ltd.

No. 16, Tzuchiang Street,

Shu-Lin Taipei Hsien, Taiwan, TAIWAN, PROVINCE OF CHINA

23678, Tucheng Industrial Park

Product Description Side Mounting Float Switch

Type FF 10..., FF 20..., FF 40..., FF.45..., FF 50 ..., FF 55...,  FF 70...,  FF 71...,
FF 73..., FF 75...,  FF 90...., FF 92... .

Environmental Category C, EMC2

Test Standard Guidelines for the Performance of Type Approvals, Edition 2003

Documents King Design Industrial:  VT-031013-2, dated 2003-10-13;
Fine Automation Report Q0310001 dated 2003-10-21.

Drawing:e.g. FF10.. FF40..., FF50..., FF70..., FF90... dated 24.07.2008.

Remarks FFB-0300 to be used for functional testing only.

Valid until 2013-10-30

Type Approval Symbol

Jürgen Wittburg Günter Demmig

2009-03-30
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Technical Data /

Range of Application 
Float switches (magnetic operation) and optional test accessory FFB-0300;   
Output: 1 c/o contact (micro switch);

Contact rating: max.5 A, 250 V AC (LF70: 3A);
Float material: SUS 304 or SUS 316;

Suitable Float size: 41 x 100 mm, 41 x 125 mm, 41 x 150 mm, 50 x 150 mm, 
75x120mm;

Media gravity: min. 0.25 ;
Flange material: SUS 304 or SUS 316;

Housing material:  AL (ADC - 12);
Operating pressure: 10...30 kg/cm²;

Media temperature range: -10°C...+100 °C; 
Installation: horizontal +/- 30 °;

Degree of protection: IP 65, IP 67 with shrinking hose.

HH

Hamburg,

File No. I.D.03

This certificate is issued on the basis of "Guidelines for the Performance of Type Approvals Part 1, Procedure".

Certificate No. 12 022 - 98


